Quick Installation Guide 



AmbiCom 



Wave2Net IEEE 802.11b Wireless LAN 
11 Mbps Wireless PC Card/PCI Adapter 
Model: WL1100B-PC/PCI 



Before You Start 



Your new AmbiCom WL1100B- PC/PCI comes with an automated software installation program 
for Windows XP/ME/2000/98SE/CE. The program automatically installs the drivers and 
configuration utility before you install your hardware, so there's no searching for the location of 
drivers. The installation procedures for Windows CE only apply to WL1 100B-PC. 



Driver and Utility Installation for Windows XP/ME/2000/98S 



1. Before installing your WL1 100B PC Card/PCI Adapter, insert the Setup CD into an available 
CD-ROM drive. Unless you have deactivated the auto-run feature in Windows, the following 
screen should appear automatically. 




If this screen does not appear automatically, you can access the installation program by clicking 
the Start button and selecting Run. In the drop down box provided, type "D:\setup.exe" ("D" 
represents the CD-ROM drive). 
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2. From the main Setup menu, click on the second button, INSTALL Wave2Net PRODUCTS to 
see the following screen. 
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3. Click on Install WL1 100B-PC Driver/Utility, to install the drivers and utility for your 
WL1100B PC Card. For WL1100B PCI Adapter, click on Install WL1100B-PCI 
Driver/Utility. The following screen should appear, indicating that Windows is preparing the 
installation. 



InstallShield Wizard 



AmbiCom WL1100B-PC(PCI) Configuration Utility Setup is 
preparing the InstallShield® Wizard, which will guide you through 
the rest of the setup process. Please wait. 



Cancel 
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4. This screen will appear next, indicating that Windows is ready to continue the installation. 
Click Next to continue. 



AmbiCom WLMOOB-PCfPCI) Configuiation Utility Setup 




AmbiCom WL1100B-PC(PCI] Configuration Utility 



The InstallShield® Wizard will install AmbiCom 
WL1100B-PC(PCI) Configuration Utility on your computer. 
To continue, click Next. 



The next screen that appears will be the License Agreement. Read the entire agreement 
before making your decision. Click on Yes if you agree, or No if you disagree. 



AmbiCom WL1100B-PC[PCI) Configuiation Utility Setup 




Press the PAGE DOWN key to see the rest of the agreement. 



AMBICOM, INC(TM) END USER SOFTWARE LICENSE AGREEMENT 



1 



CAREFULLY READ THE FOLLOWING TERMS AND CONDITIONS BEFORE 
USING THIS PRODUCT. IT CONTAINS SOFTWARE, THE USE OF WHICH 
IS LICENSED BY AMBICOM, INC.("AMB") TO ITS CUSTOMERS FOR 
THEIR USE ONLY AS SET FORTH BELOW. IF YOU DO NOT AGREE TO 
THE TERMS AND CONDITIONS OF THIS AGREEMENT, DO NOT USE THE 
SOFTWARE. USING ANY PART OF THE SOFTWARE INDICATES THE 
ACCEPTANCE OF THESE TERMS. 

Do you accept all the terms of the preceding License Agreement? If you choose No, the 
setup will close. To install AmbiCom WL1 1 00B-PC[PCI] Configuration Utility, you must accept 
this agreement. 

InstallShield 



< Back 



Yes 



No 
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6. The following window will appear next. Setup has now completed installing the drivers and 
utility in your computer. Click Finish to complete the installation process. 



AmbiCom WL1100B-PC[PCI) Configuration Utility Setup 



InstallShield Wizard Complete 




Setup has finished installing AmbiCom WL1 1 0OB-PC(PCI) 
Configuration Utility on your computer. 



< Back 



Finish 



Cancel 



7. Insert your WL1100B PC Card/PCI Adapter and your WL1100B- PC/PCI is now up and 
running! 



Drivers and Utility Installation for Windows C 



3 



NOTE: Please connect your PDA device to your PC before starting the installation process. 



1. Insert the Setup CD into an available CD-ROM drive. Unless you have deactivated the auto- 
run feature in Windows, the following screen should appear automatically. 



\ O * A O 
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2. 



From the main Setup menu, click INSTALL Wave2Net PRODUCTS to see the following 
window. 




3. Select the appropriate WinCE version for your system to start the installation process. 



4. The following Welcome window will appear. Click Next to start the installation. 




Welcome to the AmbiCom, Inc. WL1 1 OOB-PCCF for 
Windows CE Setup program. This program will install 
AmbiCom, Inc. WL1 1 00B -PC/CF for Windows CE on 
your computer. 

It is strongly recommended that you exit all Windows programs 
before running this Setup program. 

Click Cancel to quit Setup and then close any programs you 
have running. Click Next to continue with the Setup program. 



WARNING: This program is protected by copyright law and 
international treaties. 

Unauthorized reproduction or distribution of this program, or any 
portion of it, may result in severe civil and criminal penalties, and 
will be prosecuted to the maximum extent possible under law. 



Next3 



Cancel 



WL1 100B-PC/PCI Quick Installation Guide v.3.0 



Page 5 



5. The following window will appear, asking for the directory of the files. Click Yes to install 
the files. Note: It is important that you click Yes on the selected folder. The files will not be 
found unless you click Yes. 




6. Windows has now finished installing the application. Please check your PDA device to see if 
additional steps need to be taken and click OK to proceed. 




7. Setup has finished installing the application. Click Finish to complete the installation 
process. 



Setup Complete 



Setup has finished installing AmbiCorm, Inc. WL1100B-PC7CF for 
Windows CE on your computer. 

Setup can launch the Read Me file and AmbiCom, Inc. 
WL1 1 OOB-PC/CF for Windows CE. Choose the options you 
want below. 



Click Finish to complete Setup. 



'. Back 



Finish 
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Driver and Utility Installation for Windows NT 4.0 



NOTE: Login as Administrator, or any user login name with network administrator privilege. 

1. Insert the WL1100B PC Card into a standard Type II or Type III PCMCIA card slot and 
power on the PC under Windows NT 4.0. 

2. Login as Administrator and select Network from Control Panel. 

3 . From the Network menu, select Adapters tab and click Add. . . 

4. Click Have Disk. 

5. Insert the driver CD into the CD-ROM drive and type in "D:\WL1 100B-PC_PCI", and click 
OK ("D" represents the CD-ROM drive). 

6. A Select OEM Option window will appear, select AmbiCom WL1 100B-PC Wireless LAN 
PC-Card and click OK. 

7. Windows NT 4.0 will show a configuration dialog (e.g. I/O base, IRQ and so on) and you 
may click OK. 

NOTE: You may change the I/O Base and IRQ Level which setting should be unique and 
avoid any possible conflicts with other system devices. 

8. Click Close from the Network window, Windows NT 4.0 will auto-bind the new adapter with 
any network protocols already installed on the system. 

9. After the auto-binding procedure is complete, Windows NT 4.0 will show the Microsoft 
TCP/IP Properties window. If you are using a DHCP server, you can check Obtain an IP 
address from a DHCP sever to get IP from the DHCP sever. Otherwise, you must check 
Specify an IP address and type in your IP Address, Subnet Mask and Default Gateway. 
Click OK to continue. 

10. From the Microsoft TCP/IP Properties menu, select the Advanced tab. Type in the DNS 
server IP address and click OK. 

11. You will be prompted to restart your computer. Click Yes to complete the installation. 

12. Upon restart, open the Devices menu from the Control Panel to confirm that the driver 
installation was successful. Your adapter's driver should now be listed as "started" in the 
Devices menu. 

13. After installing the driver, please install the configuration utility by running "setup.exe" from 
directory "D:\WL1 100B-PC_PCI" ("D" represents the CD-ROM drive"). 
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Windows -based Access Router (Win-AR) Functions 



The AmbiCom Win-AR is a Windows-based application providing Wireless LAN 802.11b 
Access Router functionality without the actual Access Router hardware. Win-AR converts a 
Windows 802. 1 lb station into an Access Point and an IP sharing device by facilitating Windows 
built-in NAT capability (Internet Connection Sharing), while the host system can still be used as 
an Internet client. 

Your free Win-AR application was installed together with your WL1100B- PC/PCI. For 
configuration instructions, please refer to the Win-AR manual in the installation CD. 
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